
SILOKING TruckLine e.0 
eTruck 1408
Self-propelled vertical feed mixer, external loading

100% 
electric drive for 

traction and mixing 



Efficiency
�	One machine for mixing, transporting and 

presenting feed

�	Low operational costs (no diesel consump-
tion, possibility to use renewable energies)

�	Repeated feed presentation is easy to realize

�	Compact and highly maneuverable machine 
also for old buildings, farms with confined 
conditions and new barns

Reliability
� Operational reliability thanks to proven  

components from applications in electronic 
industry and tried & tested SILOKING mixing 
technology

�	Easy maintenance, as 80 V DC voltage  
battery

�	Fulfilling German road regulations (StVZO)

� Breaking up of round bales and various feed 
components without any problems

SILOKING TruckLine e.0
100 % electric



Innovation
�	100 % electric drive for traction and  

mixing through wireless battery opera-
tion

�	Precise and comfortable loading with  
SILOKING Data

�	Clean, zero-emission, noiseless

Social
� Energy-saving and environmentally  

friendly 

� User-friendly and well-arranged  
driver’s cab

� 100 % homogeneous mix (optimal ratio  
of mixing hopper to mixing auger)



SILOKING Mayer Maschinenbau GmbH 
Kehlsteinstraße 4 | 84529 Tittmoning | Germany 
Phone +49 8683 8984-0 | Fax +49 8683 8984-55  
E-Mail mayer@siloking.com

www.siloking.com

simply 
intelligent 
feeding

SILOKING TruckLine e.0 eTruck 1408 
Self-propelled 1-/ 2-auger vertical feed mixer, external loading,  
for particularly narrow barns with low heights, with 8 m³, 10 m³ and 14 m³.
100 % electric drive for traction and mixing via battery.

New!
Now also with 

10 m³ & 14 m³

SILOKING TruckLine e.0 eTruck 1408 
is a self-propelled feed mixer with 
100 % electric drive.  
The TruckLine e.0 is used for mixing, 
transporting and dosing feed.

Perfectly suitable for: 
� Farms with narrow barns and low-height constructions
� Farms with existing loading technology, such as operators  
	 of biogas plants who also have bulls or dairy cows
� Breaking up round bales
� Mechanizing in cattle feeding

Basic equipment
� electric drive for traction and mixing via battery performance 80 V, 465 Ah (eTruck 8 / 10) or 620 Ah (eTruck 14)
� battery charger with connection CEE 16 A / 400 V (charging time of empty battery approx. 11 h)
� all-round cab with excellent all-round visibility, heated external mirrors, ventilation and heating
� infinitely variable speed control via driving pedal, 2 speed ranges (from 0 to 10 km/h and 0 to 20 km/h)
� discharge door at rear left with SILONOX wear protection
� rear steering for minimum turning radius
� 2-step auger speed, selectable via button under load
� SILOKING Data programmable weighing system incl. Feeding Management Software
� multifunctional display for indicating machine functions, door indicator, speed and weighing data
� 1 turbo auger (eTruck 8 / 10) or 2 turbo augers (eTruck 14) with adjustable, hardened XS knives
� edged hopper
� straw ring
� 2 mechanical counter-blades
� 4 LED working lights
� colour camera system: monitor with quad display in the cab as well as 1 reversing camera (possibility to connext max. 3 additional cameras)

Technical specifications

Model eTruck 1408-8 eTruck 1408-10 eTruck 1408-14

A	 Length mm 6.350 6.350 7.900

B Width mm 2.230 2.230 2.420

C Height mm 2.250 2.600 2.380

Mixing drive electric electric electric

Traction drive electric electric electric

Outer width of tyres 355/50 R22.5 mm 1.940 1.940 1.940

Outer turning radius mm 5.500 5.500 7.900

Turbo augers 1 1 2

Turbo auger speed rpm 17 / 33 / 45 17 / 33 / 45 17 / 33 / 45

Auger windings 1,75 2,25 2

Adustable XS knives 5 6 12
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Your SILOKING Partner  
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